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FEATURES
- 20" Duct Collars – Supply & Return – with protective povers

- 12" Duct Collars – Reactivation Inlet & Outlet – with protective covers

- Weatherproof cabinet – Stainless steel, double-wall insulated

- Forklift-compatible base with built-in fork pockets

- Desiccant wheel with full perimeter chain drive (lifetime rated)

- Silicone wiper seals – rated for 10-year service life

- Non-overloading backward inclined process air fans

- Camlock power connection for easy field hookup

- Hinged, tooled access doors for service access

- Integrated hour meter

- Phase monitor for line voltage protection

- Remote humidistat ready – pre-wired jumper plug

- Operational status and fault indicator lights

-  Circuit breaker protection for motors and heaters

- 2” Replaceable MERV 8 filter (30% efficiency)

OPTIONS
- Electric reactivation

- Natural gas and propane reactivation

- Remote humidistat (includes 50' cord)

- Supply and return ducting

- Reactivation inlet and outlet ducting

- Ducting accessories (adapters, rings, clamps, etc.)

- Clear lay flat discharge material

- 100' #2 power cable kit

-  Structurally certified protective/stacking cage (bolted)
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DH 5000 DESSICANT DEHUMIDIFIER

Utility Data Electric

FLA React Heater Load 94.2 amps

FLA 111.2 amps

MCA 139 amps

MOP 150 amps

Voltage Options

Electric Reactivation 460/3 (V/PH)

Supply Air Data

Process Air Volume 5,000 scfm

External Static Pressure 0 (in W.C.)

Reactivation Air Data

Reactivation Air Volume 1,109 scfm

External Static Pressure 0.5 (in W.C.)

Generator Size

Minimum 100 kw

DIMENSIONS
Length 96"

Width 46.25"

Height 76.2"

Weight 2,350 lbs.

ACTIVE DESICCANT TECHNOLOGY
Provides 40°F + dew point reduction as both adsorption and desorption are simultaneously driven by water vapor 

equilibrium of air and desiccant.

Nominal Moisture Removal (Gallon/Day)

Entering 
Air Dry 

Bulb (°F)

Entering Air Relative Humidity (%)

80 70 60 50 40 30

80 363 346 317 277 235 186

75 360 340 306 269 226 177

70 352 329 292 255 212 166

65 337 309 272 229 194 149

60 315 283 249 212 172 129

55 283 255 220 186 149 112

50 252 220 192 160 129 94

45 215 189 163 134 106 80

40 180 160 134 112 89 66

Nominal Moisture Removal (lb/hr)

Entering 
Air Dry 

Bulb (°F)

Entering Air Relative Humidity (%)

80 70 60 50 40 30

80 127 121 111 97 82 65

75 126 119 107 94 79 62

70 123 115 102 89 74 58

65 118 108 95 80 68 52

60 110 99 87 74 60 45

55 99 89 77 65 52 39

50 88 77 67 56 45 33

45 75 66 57 47 37 28

40 63 56 47 39 31 23

MOISTURE REMOVAL CAPACITY

TECHNICAL SPECIFICATIONS


